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ALFAPROJ

Primary logo

The main form of the logo, which will be used as the main one, if the format allows.

Primary logo - in colour
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Primary logo - in black&white variant
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Protection zone

Texts or other graphic elements must not interfere with

the protection zone of the logo, which is formed by
— the height of the letter O.

ALF PRO ! : :X This protective space is created so that the logo "breathes"

and does not coincide with other elements of the graphic.
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Minimum size of the logo

All versions of the logo must be recognizable when in use.
The smallest possible dimensions of various versions of the logo
for printing are specified on the next page of the logo manual.

ALFAPROJ If the logo is used in a digital environment, it is also necessary
to maintain legibility.

16.5 mm
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Protection zone and minimum size



ALFAPROJ

RGB CMYK Pantone color HEX

37/55/141 100/88/0/0 PANTONE Blue 072 C/U #25378d

Primary logo - colors
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Prohibited variants

It is not allowed to modify the shape in any way, change the puncture of characters, used cuts, replace the mark with font
variants, or use the mark in other than permitted color variants.

Prohibited variants
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Use of the logo on the background surface

The color version of the mark or symbol is used whenever it is technologically possible and is sufficiently legible

in the application in this version. The black and white positive design is used only where technology requires it and
the background is light enough to ensure sufficient readability. The negative version is used on underlying surfaces,
where other positive versions are not legible.

Use of the logo on the background surface
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Use of the logo on the background surface



\‘ AL FAPROJ Long variant of the logo
‘ This version of the logo is suitable for low graphics or low space provided

The smallest size of the logo

On the next page there are the smallest dimensions of the logo in height listed.

Different versions of the logo



10 mm minimum size for printing
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The smallest height of the different versions of the logo



